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Step 3: Bracket Placement & Rail Installation 
Bottom Rail 

(3a)  Mark post for position of bottom rail. Install aluminum 
bracket 3/4” above bottom of rail using 3- # 12 x 1” screws pro-
vided. 
 
 
 
 
(3b)  Place bracket covers on bottom rail prior to attaching rail 
to bracket. 
 
NOTE: Bracket covers do not slip over rail like straight rail cov-
ers once bracket screws are installed. 
 
Attach bottom rail to brackets using 2 - #8 screws provided. 
 
 
 
 
 
 
 

Top Rail 
(3c)   Insert one picket at each end of bottom rail. Slide alumi-
num brackets on ends of top rail. Place top rail and aluminum 
reinforcement on pickets. Mark desired position of aluminum 
bracket on posts. Remove top rail and screw aluminum bracket 
to post at marked position using 3- #12 screws provided. 
 
Insert all pickets in bottom rail.  Work top rail and aluminum re-
inforcement down into brackets and over pickets. Slip covers 
over rail. Secure top rail to brackets using 2- #8 screws pro-
vided.  
NOTE: Bracket covers do not slip over rail like straight rail cov-
ers once bracket screws are installed. 

Step 4: Install Bracket Covers 
Push bracket covers towards mounting surface 
until they snap on.  
 

Enjoy!!! 
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